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I nstallation I ntructions 
Use caution when handling Endura-StoneT M  - C olored and Textured C olumn as grease and oils can mark the natural finish. 
I f necessary, the column may be cleaned using acetone and a lint free cloth.

1. Measure the exact floor to ceiling height using a plumb to insure accuracy.

2. Cut the bottom of the column shaft as needed to achieve the measurement taken in step 1. Use an abrasive blade. 
C AUT ION : Load must be fully and evenly distributed across the entire top and bottom shaft surfaces to achieve     
maximum load bearing capabilities. Use a rasp to level as required. 
N OT E: C olumn goes through the base but not through cap. All height adjustments must be made from the bottom of     
the shaft. Include installed cap height in overall height.

3. Slip one-piece base onto column shaft (see figure 1). I f this column is installed where it could collect water or debris, the  
top of the column and cap must be flashed (covered) to prevent such collection. Use lead, copper, aluminum, 
galvanized, etc. flashing cut slightly larger than the cap, and fold the edges down over the cap after step 4. it is not 
permissible at any time to fill the interior of the column shaft with sand, concrete or any other material.

4. I f installation requires some method of securing the column in place before load is applied, use Endura-StoneT M

Installation K it (see figure 2). 
N OT E: Always drill clearance holes in columns and secure with through-bolts (Do Not Use Screws) and do not 
over-tighten.

5. Apply standard construction adhesive to bottom surface of base; then tip loosely assembled column shaft and base into   
position. Apply construction adhesive to top rim of column and top surface of cap. Place cap on top of column. Apply 
adhesive to flashing if used and place on top of cap. Align cap and flashing (if used) and lower load onto cap/shaft to hold    
in position. Align square part of base with cap and push down until secure.

6. C aulk gaps between shaft and cap and base as desired.

7. C olumns are factory finished, no further preparation is required.
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